§80.469

operating on the same VHF public cor-
respondence channel. Within the serv-
ice area of a station, the ratio of de-
sired to undesired co-channel signal
strengths on public correspondence
channels must be at least 12dB.

§80.469 Maritime mobile repeater sta-
tions in Alaska.

(a) Maritime mobile repeater sta-
tions are authorized to extend the
range of communication between a
VHF public coast station located in
Alaska and ship stations.

(b) On a secondary basis, maritime
mobile repeater stations may be au-
thorized to extend the range of a pri-
vate coast station:

(1) In an area where VHF common
carrier service is not available;

(2) A maritime mobile repeater sta-
tion license expires 60 days after a pub-
lic coast station in the area begins
service.

(c) Maritime mobile repeater stations
may not be authorized in cases where
operational fixed frequencies can be
employed.

(d) The provisions relating to dupli-
cation of service described in subpart P
apply to maritime mobile repeater sta-
tions.

(e) The frequencies 157.275 and 161.875
MHz are assignable to maritime mobile
repeater stations.

(f) Each maritime mobile repeater
station must:

(1) Deactivate automatically within 5
seconds after the signals controlling
the station cease; and

(2) During periods when it is not con-
trolled from a manned control point,
deactivate automatically not more
than 20 minutes after its activation by
a mobile unit.

[51 FR 31213, Sept. 2, 1986, as amended at 63
FR 68956, Dec. 14, 1998]

EFFECTIVE DATE NOTE: At 63 FR 68956, Dec.
14, 1998, §80.469 was amended by revising
paragraph (c). This section contains informa-
tion collection and recordkeeping require-
ments, and the amendment will not become
effective until approval has been given by
the Office of Management and Budget.
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§80.471 Discontinuance or impairment
of service.

A public coast station must not dis-
continue or impair service unless au-
thorized to do so by the Commission.

[51 FR 31213, Sept. 2, 1986; 52 FR 35245, Sept.
18, 1987]

AUTOMATED SYSTEMS

§80.475 Scope of service of the Auto-
mated Maritime Telecommuni-
cations System (AMTS).

(a) A separate Form 601 is not re-
quired for each coast station in a sys-
tem. However, except as provided in
§80.385(b) and paragraph (b) of this sec-
tion, the applicant must provide the
technical characteristics for each pro-
posed coast station, including trans-
mitter type, operating frequencies,
emissions, transmitter output power,
antenna arrangement, and location.

(1) Applicants proposing to locate a
coast station transmitter within 169
kilometers (105 miles) of a channel 13
TV station or within 129 kilometers (80
miles) of a channel 10 TV station or
with an antenna height greater than 61
meters (200 feet), must submit an engi-
neering study clearly showing the
means of avoiding interference with
television reception within the grade B
contour, see §80.215(h) of this chapter,
unless the proposed station’s predicted
interference contour is fully encom-
passed by the composite interference
contour of the applicant’s existing sys-
tem, or the proposed station’s pre-
dicted interference contour extends the
system’s composite interference con-
tour over water only (disregarding
uninhabited islands).

(2) Additionally, applicants required
to submit the above specified must
give written notice of the filing of such
applications(s) to the television sta-
tions which may be affected. A list of
the notified television stations must be
submitted with the subject applica-
tions.

(b) Coast stations for which the
above specified need not be submitted
because the proposed station’s pre-
dicted interference contour is fully en-
compassed by the composite inter-
ference contour of the applicant’s ex-
isting system or the proposed station’s
predicted interference contour extends
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